CRP-RP32-180

INDUSTRIAL ROBOT
HANDLING
APPLICATION
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FUNCTIONAL FEATURES

-Equipped with safety emergency stop board whichisindependent of the control system,
and the safety relay circuitis adopted to provide double-circuitemergencystop to ensure
thereliability of emergency stop.

-The main cable adopts a flexible robot specific cable.

-Equipped with a three-phasefilter, effectively improving EMC and EMl performance.

-Equipped with gravity compensation, load adaptation ,and S-T function, the whole machine has
higheraccuracy ,smallerimpact, and faster typical working cycle. Adopting parallel spring
cylinders, itoccupies asmaller area, consumes less power, and has smoother control.

-Dualchannellarge-diametertrachea,meetingthe requirements of high load vacuum suction cups.
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ROBOT BODY TECHNICAL PARAMETERS

Arm form

Multi joints+connecting rod

+0.04
Degree of freedom 4 axis ®155H7( 0 )

Maximum payload

180kg
Maximum coverage
3130mm WORKING RANGE DIAGRAM
Axis 1 -175°~175°
. Axis 2 -85°~35°
Maximum }
lERel Axis 3 -70°~100°
AXis 4 -360°~360° T
Axis 1 135°/S
. Axis 2
Maximum x1s 130°/5
speed Axis 3 130°/5 2
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Allowable . S
moment Axis 4 50kg.m? o
of inertia |
Repeated positioning accuracy +0.1mm S 3130 o)
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Robot body weight 845kg § -
Installation mode Formal mounting
_ Body Reserved IO 26Pin
interface Reserved gas 2*d12mm
Ambient N
temperature 0~45°C 3\3%
hRuerIr?iEil\i/tey 20%~80%RH(no condensation)
;{,‘Sitf‘o”naﬁigﬂt Vibration Under0.5G
Robot installation must be away from: flammable
Others or corrosive liquids or gases, electrical sources of
interference o o
. o S
IP level Body IP54,wrist IP67 3T
Compact structure, high speed, high precision,high
Advantage features rigidity, high life,high expansibility and easy operation g §
Application Handling,palletizing,depalletizing,
PP loading and unloading
Matching electrical cabinet G15A




